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Spa Baths
Information for Managers of
hotels, motels, cottages, B&Bs,
health and residential care
facilities, therapeutic services,
adult services and householders.

THE NEED TO CLEAN SPA
BATHS

The problem:
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Spa baths circulate water
through pipes with the
assistance of a pump and a
booster heater.

Spa baths, unlike swimming
pools or spa pools do not have
a filter so any dirt that is not
drained out remains within the
piping system.

Body fats, together with soap
residue and other products
such as aromatherapy oils can
become deposited on the
insides of the piping system
which may block off the supply
of water to the outlets and are
also a hygiene problem.

Apart from the grease from
previous users, this debris is
also a harbourage for the
survival of bacteria such as
P s e u d o m o n a s a n d
Staphylococcus, which can be
associated with ear, eye, hair
follicle and wound infections.

Circulating the water by itself
does not usually remove this
mater ia l . A degreas ing
solution should be used to
remove these fats and oils.

The solution:
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There are commercially
f o rmu la ted deg reas ing
s o l u t i o n s s p e c i f i c a l l y
manufactured for use in spas.

When circulated according to
manufacturer's directions,
these should remove all fats
and debris that are adhered to
the piping and deposit the
debris in the bath to be
drained away.

This debris is normally brown
in colour, and you may be
surprised when you use a spa
cleaner for the first time at the
amount of debris, which can
accumulate within the piping
system.

Degrease your spa regularly
so that your clients can be
assured that their use of the
spa is an enjoyable and
hygienic experience. Between
each client or after each room
stay are suggested intervals
between degreasing.
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Installation of your spa:
Spa Baths should be installed
according to Australian Standard
AS 3861 so that the water drains
from the pump when released
from the bath. This will minimise
the amount of stagnant water left
in the system that may support
microbial growth. A degreaser is
still required even if the spa is self-
draining.

For more information, contact your
local public health network
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Central Public Health Unit Network
se rv i c i ng Br i sbane no r ths ide ,
Longreach, Redcliffe, Rockhampton,
SunshineCoast,WideBay.

For contact details go to
http://www.health.qld.gov.au/phs/sphun/

For contact details go to
http://www.health.qld.gov.au/phs/tphun/

For contact details go to
http://www.health.qld.gov.au/phs/cphun/

servicing Brisbane southside, Darling
Downs, Roma, South Coast, South West
Queensland, West Moreton

servicing Cairns, Mackay, Mount Isa and
Gulf, Townsville

Southern Public Health Unit Network

Tropical Public Health Unit Network

For medical advice, contact your doctor,
hospital or health clinic.

Click on the map or
the links below to
go to contact info
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